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SECTION 1: Identification of the substance/mixture and of the company/undertaking 

1.1. Product identifier 

Product form : Mixture 

Product name : TRS PLASTO 

Product code : 330147 

1.2. Relevant identified uses of the substance or mixture and uses advised against 

1.2.1. Relevant identified uses 

Industrial/Professional use spec : Industrial 

For professional use only 

Use of the substance/mixture : adhesives 

1.2.2. Uses advised against 

No additional information available 

1.3. Details of the supplier of the safety data sheet 

1.4. Emergency telephone number 

Emergency number : 704 100 087 (España) 

SECTION 2: Hazards identification 

2.1. Classification of the substance or mixture 

Classification according to Regulation (EC) No. 1272/2008 [CLP] 

Flammable liquids Category 2 H225   

Serious eye damage/eye irritation, Category 2 H319   

Specific target organ toxicity — Single exposure, Category 3, Narcosis H336   

Full text of H statements : see section 16 

Adverse physicochemical, human health and environmental effects 

No additional information available 

2.2. Label elements 

Labeling according to Regulation (EC) No. 1272/2008 [CLP] 

Hazard pictograms (CLP) : 

  

    

  GHS02 GHS07     

Signal word (CLP) : Danger 

Hazardous ingredients : acetone, propan-2-one, propanone; butanone, ethyl methyl ketone 

Hazard statements (CLP) : H225 - Highly flammable liquid and vapour. 

H319 - Causes serious eye irritation. 

H336 - May cause drowsiness or dizziness. 

Comercial Química Massó, S.A.-odštěpný závod  

Předvoje 449/32  

162 00 Praha 6 - CESKÁ REPUBLIKA 

T +420 241 481 798 

msds.support@cqmasso.com 

mailto:msds.support@cqmasso.com
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Precautionary statements (CLP) : P403+P233 - Store in a well-ventilated place. Keep container tightly closed. 

P305+P351+P338 - IF IN EYES: Rinse cautiously with water for several minutes. Remove 

contact lenses, if present and easy to do. Continue rinsing. 

P223 - Do not allow contact with water. 

P210 - Keep away from heat, hot surfaces, sparks, open flames and other ignition sources. 

No smoking. 

2.3. Other hazards 

No additional information available 

SECTION 3: Composition/Information on ingredients 

3.1. Substances 

Not applicable 

3.2. Mixtures 

Name Product identifier % Classification according to 
Regulation (EC) No. 
1272/2008 [CLP] 

acetone, propan-2-one, propanone (CAS-No.) 67-64-1 

(EC-No.) 200-662-2 

(EC Index-No.) 606-001-00-8 

(REACH-no) 01-2119471330-49 

25 – 50 Flam. Liq. 2, H225 

Eye Irrit. 2, H319 

STOT SE 3, H336 

butanone, ethyl methyl ketone (CAS-No.) 78-93-3 

(EC-No.) 201-159-0 

(EC Index-No.) 606-002-00-3 

(REACH-no) 01-2119457290-43 

25 – 50 Flam. Liq. 2, H225 

Eye Irrit. 2, H319 

STOT SE 3, H336 

SILICA 

substance with national workplace exposure limit(s) 

(AT, BE, CH, DE, GB) 

(CAS-No.) 7631-86-9 

(EC-No.) 231-545-4 

(REACH-no) 01-2119379499-16 

< 2 Not classified 

Full text of H-phrases: see section 16 

SECTION 4: First aid measures 

4.1. Description of first aid measures 

First-aid measures general : Never give anything by mouth to an unconscious person. If you feel unwell, seek medical 

advice (show the label where possible). 

First-aid measures after inhalation : Remove victim to fresh air and keep at rest in a position comfortable for breathing. Call a 

POISON CENTER or doctor/physician if you feel unwell. Allow affected person to breathe 

fresh air. Allow the victim to rest. 

First-aid measures after skin contact : Rinse skin with water/shower. Remove/Take off immediately all contaminated clothing. 

Remove affected clothing and wash all exposed skin area with mild soap and water, 

followed by warm water rinse. 

First-aid measures after eye contact : Rinse cautiously with water for several minutes. Remove contact lenses, if present and easy 

to do. Continue rinsing. If eye irritation persists: Get medical advice/attention. Rinse 

immediately with plenty of water. Obtain medical attention if pain, blinking or redness 

persists. 

First-aid measures after ingestion : Rinse mouth. Do NOT induce vomiting. Obtain emergency medical attention. 

4.2. Most important symptoms and effects, both acute and delayed 

Symptoms/effects : Not expected to present a significant hazard under anticipated conditions of normal use. 

Symptoms/effects after inhalation : May cause drowsiness or dizziness. 

Symptoms/effects after eye contact : Causes serious eye irritation. 
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4.3. Indication of any immediate medical attention and special treatment needed 

Treat symptomatically. 

SECTION 5: Firefighting measures 

5.1. Extinguishing media 

Suitable extinguishing media : Foam. Dry powder. Carbon dioxide. Water spray. Sand. 

Unsuitable extinguishing media : Do not use a heavy water stream. 

5.2. Special hazards arising from the substance or mixture 

Fire hazard : Highly flammable liquid and vapour. 

Explosion hazard : May form flammable/explosive vapor-air mixture. 

5.3. Advice for firefighters 

Firefighting instructions : Use water spray or fog for cooling exposed containers. Exercise caution when fighting any 

chemical fire. Prevent fire-fighting water from entering environment. 

Protection during firefighting : Do not enter fire area without proper protective equipment, including respiratory protection. 

SECTION 6: Accidental release measures 

6.1. Personal precautions, protective equipment and emergency procedures 

General measures : Remove ignition sources. Use special care to avoid static electric charges. No open flames. 

No smoking. 

6.1.1. For non-emergency personnel 

Emergency procedures : Evacuate unnecessary personnel. 

6.1.2. For emergency responders 

Protective equipment : Equip cleanup crew with proper protection. Avoid breathing 

dust/fume/gas/mist/vapours/spray. 

Emergency procedures : Ventilate area. 

6.2. Environmental precautions 

Prevent entry to sewers and public waters. Notify authorities if liquid enters sewers or public waters. 

6.3. Methods and material for containment and cleaning up 

Methods for cleaning up : Soak up spills with inert solids, such as clay or diatomaceous earth as soon as possible. 

Collect spillage. Store away from other materials. 

6.4. Reference to other sections 

See Heading 8. Exposure controls and personal protection. 

SECTION 7: Handling and storage 

7.1. Precautions for safe handling 

Additional hazards when processed : Handle empty containers with care because residual vapors are flammable. 

Precautions for safe handling : Wash hands and other exposed areas with mild soap and water before eating, drinking or 

smoking and when leaving work. Provide good ventilation in process area to prevent 

formation of vapor. No open flames. No smoking. Use only non-sparking tools. Avoid 

breathing dust/fume/gas/mist/vapours/spray. Use only outdoors or in a well-ventilated area. 

Hygiene measures : Wash hands, forearms and face thoroughly after handling. 
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7.2. Conditions for safe storage, including any incompatibilities 

Technical measures : Proper grounding procedures to avoid static electricity should be followed. Ground/bond 

container and receiving equipment. Use explosion-proof electrical/ventilating/lighting 

equipment. 

Storage conditions : Keep only in the original container in a cool, well ventilated place away from : Keep in 

fireproof place. Keep container tightly closed. Keep container closed when not in use. 

Incompatible products : Strong bases. Strong acids. 

Incompatible materials : Sources of ignition. Direct sunlight. Heat sources. 

Storage temperature : ≈ 10 – 25 °C 

7.3. Specific end use(s) 

See Heading 1. 

SECTION 8: Exposure controls/personal protection 

8.1. Control parameters 

acetone, propan-2-one, propanone (67-64-1) 

EU - Occupational Exposure Limits 

Local name Acetone 

IOELV TWA (mg/m³) 1210 mg/m³ 

IOELV TWA (ppm) 500 ppm 

Regulatory reference COMMISSION DIRECTIVE 2000/39/EC 

France - Occupational Exposure Limits 

Local name Acétone 

VME (mg/m³) 1210 mg/m³ 

VME (ppm) 500 ppm 

VLE (mg/m³) 2420 mg/m³ 

VLE (ppm) 1000 ppm 

Note (FR) Valeurs règlementaires contraignantes 

Regulatory reference Article R4412-149 du Code du travail (réf.: INRS ED 984, 2016; Décret n° 2019-1487) 

Germany - Occupational Exposure Limits (TRGS 900) 

TRGS 900 Local name Aceton 

Occupational exposure limit value (mg/m³) 1200 mg/m³ 

Occupational exposure limit value (ppm) 500 ppm 

Limitation of exposure peaks 2(I) 

TRGS 900 Remark DFG,EU 

TRGS 900 Regulatory reference TRGS900 

Italy - Occupational Exposure Limits 

Local name Acetone 

OEL TWA (mg/m³) 1210 mg/m³ 

OEL TWA (ppm) 500 ppm 

Regulatory reference Allegato XXXVIII del D.Lgs. 9 aprile 2008, n. 81 e s.m.i. 

Netherlands - Occupational Exposure Limits 

Grenswaarde TGG 8H (mg/m³) 1210 mg/m³ 
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acetone, propan-2-one, propanone (67-64-1) 

Grenswaarde TGG 15MIN (mg/m³) 2420 mg/m³ 

Portugal - Occupational Exposure Limits 

Local name Acetona 

OEL TWA (ppm) 500 ppm 

OEL STEL (ppm) 750 ppm 

Regulatory reference Norma Portuguesa NP 1796:2014 

Spain - Occupational Exposure Limits 

Local name Acetona 

VLA-ED (mg/m³) 1210 mg/m³ 

VLA-ED (ppm) 500 ppm 

Notes VLB® (Agente químico que tiene Valor Límite Biológico específico en este documento.) , 

VLI (Agente químico para el que la U.E. estableció en su día un valor límite indicativo. 

Todos estos agentes químicos figuran al menos en una de las directivas de valores límite 

indicativos publicadas hasta ahora (ver Anexo C. Bibliografía). Los estados miembros 

disponen de un tiempo fijado en dichas directivas para su transposición a los valores 

límites de cada país miembro. Una vez adoptados,estos valores tienen la misma validez 

que el resto de los valores adoptados por el país.) 

Regulatory reference Límites de Exposición Profesional para Agentes Químicos en España 2019. INSHT 

Spain - Biological limit values 

Local name Acetona 

Spain - BLV 50 mg/l Parámetro: Acetona - Medio: Orina - Momento de muestreo: Final de la jornada 

laboral - Notas: I (Significa que el indicador biológico es inespecífico puesto que puede 

encontrarse después de la exposición a otros agentes químicos) 

Regulatory reference Límites de Exposición Profesional para Agentes Químicos en España 2019. INSHT 

United Kingdom - Occupational Exposure Limits 

Local name Acetone 

WEL TWA (mg/m³) 1210 mg/m³ 

WEL TWA (ppm) 500 ppm 

WEL STEL (mg/m³) 3620 mg/m³ 

WEL STEL (ppm) 1500 ppm 

Regulatory reference EH40/2005 (Third edition, 2018). HSE 

Switzerland - Occupational Exposure Limits 

Local name Acétone / Aceton 

MAK (mg/m³) 1200 mg/m³ 

MAK (ppm) 500 ppm 

KZGW (mg/m³) 2400 mg/m³ 

KZGW (ppm) 1000 ppm 

Critical toxicity VR, SNC, Yeux / AW, ZNS, Auge 

Notation B / B 

Remark NIOSH 

Regulatory reference www.suva.ch, 01.07.2019 
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butanone, ethyl methyl ketone (78-93-3) 

EU - Occupational Exposure Limits 

Local name Butanone 

IOELV TWA (mg/m³) 600 mg/m³ 

IOELV TWA (ppm) 200 ppm 

IOELV STEL (mg/m³) 900 mg/m³ 

IOELV STEL (ppm) 300 ppm 

Regulatory reference COMMISSION DIRECTIVE 2000/39/EC 

Germany - Occupational Exposure Limits (TRGS 900) 

TRGS 900 Local name Butanon 

Occupational exposure limit value (mg/m³) 600 mg/m³ 

Occupational exposure limit value (ppm) 200 ppm 

Limitation of exposure peaks 1(I) 

TRGS 900 Remark DFG;EU;H;Y 

TRGS 900 Regulatory reference TRGS900 

Italy - Occupational Exposure Limits 

Local name Butanone 

OEL TWA (mg/m³) 600 mg/m³ 

OEL TWA (ppm) 200 ppm 

OEL STEL (mg/m³) 900 mg/m³ 

OEL STEL (ppm) 300 ppm 

Regulatory reference Allegato XXXVIII del D.Lgs. 9 aprile 2008, n. 81 e s.m.i. 

Portugal - Occupational Exposure Limits 

Local name Metiletilcetona (MEK) (2-Butanona) 

OEL TWA (ppm) 200 ppm 

OEL STEL (ppm) 300 ppm 

Regulatory reference Norma Portuguesa NP 1796:2014 

Spain - Occupational Exposure Limits 

Local name Metiletilcetona (Butanona) 

VLA-ED (mg/m³) 600 mg/m³ 

VLA-ED (ppm) 200 ppm 

VLA-EC (mg/m³) 900 mg/m³ 

VLA-EC (ppm) 300 ppm 

Notes VLB® (Agente químico que tiene Valor Límite Biológico), VLI (Agente químico para el que 

la U.E. estableció en su día un valor límite indicativo). 

Regulatory reference Límites de Exposición Profesional para Agentes Químicos en España 2019. INSHT 

Spain - Biological limit values 

Local name Metiletilcetona (Butanona) 

Spain - BLV 2 mg/l Parámetro: Metiletilcetona - Medio: Orina - Momento de muestreo: Final de la 

jornada laboral 
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butanone, ethyl methyl ketone (78-93-3) 

Regulatory reference Límites de Exposición Profesional para Agentes Químicos en España 2019. INSHT 

United Kingdom - Occupational Exposure Limits 

Local name Butan-2-one (methyl ethyl ketone) 

WEL TWA (mg/m³) 600 mg/m³ 

WEL TWA (ppm) 200 ppm 

WEL STEL (mg/m³) 899 mg/m³ 

WEL STEL (ppm) 300 ppm 

Remark (WEL) Sk (Can be absorbed through the skin. The assigned substances are those for which there 

are concerns that dermal absorption will lead to systemic toxicity) 

Regulatory reference EH40/2005 (Third edition, 2018). HSE 

Switzerland - Occupational Exposure Limits 

Local name 2-Butanone / 2-Butanon [Ethylmethylketon, Methylethylketon (MEK)] 

MAK (mg/m³) 590 mg/m³ 

MAK (ppm) 200 ppm 

KZGW (mg/m³) 590 mg/m³ 

KZGW (ppm) 200 ppm 

Critical toxicity VRS, SN / OAW, NS 

Notation R, SSC, B / H, SSC, B 

Remark INRS, NIOSH, OSHA 

Regulatory reference www.suva.ch, 01.07.2019 

 

SILICA (7631-86-9) 

Austria - Occupational Exposure Limits 

MAK (mg/m³) 2 (8h) 

Belgium - Occupational Exposure Limits 

Limit value (mg/m³) 10 (8 h) 

Germany - Occupational Exposure Limits (TRGS 900) 

TRGS 900 Local name Kieselsäuren, amorphe 

Occupational exposure limit value (mg/m³) 4 mg/m³ 

TRGS 900 Remark DFG;2;Y 

TRGS 900 Regulatory reference TRGS900 

United Kingdom - Occupational Exposure Limits 

WEL TWA (mg/m³) 6 mg/m³ (8 h) 

Switzerland - Occupational Exposure Limits 

Local name Silices amorphes [Dioxyde de silicium non cristallisé] / Kieselsäuren, amorphe 

[Diatomeenerde, Siliciumdioxid nichtkristallin] 

Critical toxicity Fibpulm / Lungenfibrose 

Notation SSC / SSC 

Regulatory reference www.suva.ch, 01.07.2019 
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SILICA (7631-86-9) 

USA - ACGIH - Occupational Exposure Limits 

ACGIH TWA (mg/m³) 80 mg/m³ (% SiO2 )(8 h) 

 

acetone, propan-2-one, propanone (67-64-1) 

DNEL/DMEL (Workers) 

Acute - systemic effects, dermal ≤ mg/kg bodyweight/day 

Acute - local effects, inhalation ≈ 2420 mg/m³ 

Long-term - local effects, dermal ≈ 186 mg/kg bodyweight/day 

Long-term - local effects, inhalation ≈ 1210 mg/m³ 

DNEL/DMEL (General population) 

Long-term - systemic effects,oral ≈ 62 mg/kg bodyweight/day 

Long-term - systemic effects, inhalation ≈ 200 mg/m³ 

Long-term - systemic effects, dermal ≈ 62 mg/kg bodyweight/day 

PNEC (Water) 

PNEC aqua (freshwater) ≈ 10,6 mg/l 

PNEC aqua (marine water) ≈ 1,06 mg/l 

PNEC aqua (intermittent, freshwater) ≈ 21 mg/l 

PNEC (Sediment) 

PNEC sediment (freshwater) ≈ 30,4 mg/kg dwt 

PNEC sediment (marine water) ≈ 3,04 mg/kg dwt 

PNEC (Soil)  

PNEC soil ≈ 33,3 mg/kg dwt 

PNEC (STP) 

PNEC sewage treatment plant ≈ 100 mg/l 

8.2. Exposure controls 

Personal protective equipment: 

Avoid all unnecessary exposure. 

 

Hand protection: 

The selection of a specific glove for a particular application and duration of use in a workplace should also take into account all relevant workplace 

factors  such as, but not limited to :Other chemical wich may be handled, physical requierements (cut/puncture protection,desterity, thermal 

protection), as well as  the instructions/specifications provided by the gloves supplier. Chemical resistant gloves according to EN 374. The gloves 

are recommended with a protection factor 6; corresponding> 480  minutes of permeation time. For exemple: nitrile rubber (0.4 mm),neoprene 

rubber (0,5 mm), polyvinyl chloride  (0.7 mm). Wear protective gloves. 

 

Eye protection: 

Chemical goggles or safety glasses 

Type Use Characteristics Standard 

Safety glasses Droplet  EN 166 
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Respiratory protection: 

Where exposure through inhalation may occur from use, respiratory protection equipment is recommended. Wear appropriate mask 

Device  Filter type Condition Standard 

Full face mask Type A - High-boiling (>65 °C) 

organic compounds 

 EN 14387 

 

Other information: 

Do not eat, drink or smoke during use. 

SECTION 9: Physical and chemical properties 

9.1. Information on basic physical and chemical properties 

Physical state : Liquid 

Color : Colorless. 

Odor : characteristic. 

Odor threshold : No data available 

pH : No data available 

Relative evaporation rate (butyl acetate=1) : No data available 

Melting point : ≈ -84 °C 

Freezing point : No data available 

Boiling point : > 55 °C 

Flash point : ≈ -18 °C Acetone 

Auto-ignition temperature : ≈ 514 °C 

Decomposition temperature : No data available 

Flammability (solid, gas) : Highly flammable liquid and vapour,Non flammable. 

Vapor pressure : ≈ 32,4 mbar 

Relative vapor density at 20 °C : No data available 

Relative density : No data available 

Specific gravity / density : ≈ 0,85 g/cm³ 

Solubility : No data available 

Partition coefficient n-octanol/water (Log Pow) : No data available 

Viscosity, kinematic : 5291 mm²/s 

Viscosity, dynamic : ≈ 4500 mPa·s 

Explosive properties : No data available 

Oxidizing properties : No data available 

Explosion limits : No data available 

9.2. Other information 

No additional information available 

SECTION 10: Stability and reactivity 

10.1. Reactivity 

No additional information available 

10.2. Chemical stability 

Highly flammable liquid and vapour. May form flammable/explosive vapor-air mixture. Not established. 

10.3. Possibility of hazardous reactions 

Not established. 

10.4. Conditions to avoid 

Direct sunlight. Extremely high or low temperatures. Open flame. 
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10.5. Incompatible materials 

Strong acids. Strong bases. Strong oxidizers. Amines. 

10.6. Hazardous decomposition products 

fume. Carbon monoxide. Carbon dioxide. May release flammable gases. 

SECTION 11: Toxicological information 

11.1. Information on toxicological effects 

Acute toxicity (oral) : Not classified 

Acute toxicity (dermal) : Not classified 

Acute toxicity (inhalation) : Not classified 

 

acetone, propan-2-one, propanone (67-64-1) 

LD50 oral 5800 mg/kg body weight 

LD50 dermal > 15688 mg/kg body weight 

LC50 inhalation rat (Dust/Mist - mg/l/4h) 50100 mg/l 

 

SILICA (7631-86-9) 

LD50 oral rat > 10000 mg/kg 

LD50 oral > 5000 mg/kg body weight 

LD50 dermal rabbit > 5000 mg/kg 

LD50 dermal > 2000 mg/kg body weight 

LC50 inhalation rat (mg/l) 0,139 mg/l/4h 

LC50 inhalation rat (Dust/Mist - mg/l/4h) > 2080 mg/l 

 

Skin corrosion/irritation : Not classified 

Additional information : Based on available data, the classification criteria are not met 

Serious eye damage/irritation : Causes serious eye irritation. 

Respiratory or skin sensitization : Not classified 

Germ cell mutagenicity : Not classified 

Carcinogenicity : Not classified 

 

Reproductive toxicity : Not classified 

 

STOT-single exposure : May cause drowsiness or dizziness. 

 

STOT-repeated exposure : Not classified 

 

Aspiration hazard : Not classified 

 

TRS PLASTO  
Viscosity, kinematic 5291 mm²/s 

 

Potential Adverse human health effects and 

symptoms 

: Based on available data, the classification criteria are not met. 
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SECTION 12: Ecological information 

12.1. Toxicity 

Hazardous to the aquatic environment, short-term 

(acute) 

: Not classified 

Hazardous to the aquatic environment, long-term 

(chronic) 

: Not classified 

 

acetone, propan-2-one, propanone (67-64-1) 
LC50 fish 5540 mg/l 

EC50 other aquatic organisms 1 12600 mg/l waterflea 

EC50 other aquatic organisms 2 3400 mg/l 

 

SILICA (7631-86-9) 
LC50 fish > 10000 mg/l 

EC50 other aquatic organisms 1 > 10000 mg/l waterflea 

12.2. Persistence and degradability 

TRS PLASTO  
Persistence and degradability Not established. 

 

SILICA (7631-86-9) 
Persistence and degradability Not established. 

12.3. Bioaccumulative potential 

TRS PLASTO  

Bioaccumulative potential Not established. 

 

acetone, propan-2-one, propanone (67-64-1) 

Partition coefficient n-octanol/water (Log Pow) -0,24 

 

SILICA (7631-86-9) 

Partition coefficient n-octanol/water (Log Pow) 0,53 

Bioaccumulative potential Not established. 

12.4. Mobility in soil 

No additional information available 

12.5. Results of PBT and vPvB assessment 

No additional information available 

12.6. Other adverse effects 

Additional information : Avoid release to the environment. 

SECTION 13: Disposal considerations 

13.1. Waste treatment methods 

Product/Packaging disposal recommendations : Dispose in a safe manner in accordance with local/national regulations. Dispose of 

contents/container to hazardous or special waste collection point, in accordance with local, 

regional, national and/or international regulation. 

Additional information : Handle empty containers with care because residual vapors are flammable. 

Ecology - waste materials : Avoid release to the environment. 
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SECTION 14: Transport information 

In accordance with ADR / RID / IMDG / IATA / ADN 

14.1. UN number 

UN-No. (ADR) : UN 1133 

UN-No. (IMDG) : UN 1133 

UN-No. (IATA) : UN 1133 

14.2. UN proper shipping name 

Proper Shipping Name (ADR) : ADHESIVES (acetone, propan-2-one, propanone) 

Proper Shipping Name (IMDG) : ADHESIVES (acetone; propan-2-one; propanone) 

Proper Shipping Name (IATA) : Adhesives (acetone, propan-2-one, propanone) 

14.3. Transport hazard class(es) 

ADR 

Transport hazard class(es) (ADR) : 3 

Hazard labels (ADR) : 3  

 

 : 

 

IMDG 

Transport hazard class(es) (IMDG) : 3 

Hazard labels (IMDG) : 3  

 

 : 

  

IATA 

Transport hazard class(es) (IATA) : 3 

Hazard labels (IATA) : 3 

 

 : 

 

14.4. Packing group 

Packing group (ADR) : III 

Packing group (IMDG) : III 

Packing group (IATA) : III 

14.5. Environmental hazards 

Dangerous for the environment : No 

Marine pollutant : No 

Other information : No supplementary information available 

14.6. Special precautions for user 

Special transport precautions  : Transport in accordance with section 2.2.3.1.4 of the ADR (viscous substance) may be 

applied, Transport in accordance with section 2.3.2.2 of the IMDG (viscous substance) may 

be applied, Transport in accordance with section 3.3.3 of the IATA (viscous substance) may 

be applied 
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Overland transport 

Classification code (ADR)  : F1  

Limited quantities (ADR) : 5l 

Excepted quantities (ADR) : E1 

Packing instructions (ADR) : P001, R001 

Special packing provisions (ADR) : PP1  

Mixed packing provisions (ADR) : MP19  

Transport category (ADR) : 3 

Special provisions for carriage - Operation (ADR) : S2 

Tunnel restriction code (ADR) : E  

EAC : •3YE  

Transport by sea 

Special provision (IMDG) : 223, 955 

Limited quantities (IMDG) : 5 L 

Excepted quantities (IMDG) : E1 

Packing instructions  (IMDG) : P001, LP01 

Packing provisions (IMDG) : PP1 

IBC packing instructions (IMDG) : IBC03  

Tank instructions (IMDG) : T2  

Tank special provisions (IMDG) : TP1  

EmS-No. (Fire) : F-E 

EmS-No. (Spillage) : S-D 

Stowage category (IMDG) : A 

Properties and observations (IMDG) : Adhesives are solutions of gums, resins, etc., usually volatile due to the solvents. Miscibility 

with water depends upon their composition. 

Air transport 

PCA Excepted quantities (IATA) : E1 

PCA Limited quantities (IATA) : Y344 

PCA limited quantity max net quantity (IATA) : 10L  

PCA packing instructions (IATA) : 355 

PCA max net quantity (IATA) : 60L 

CAO packing instructions (IATA) : 366 

CAO max net quantity (IATA) : 220L 

Special provision (IATA) : A3 

ERG code (IATA) : 3L 

14.7. Transport in bulk according to Annex II of Marpol and the IBC Code 

Not applicable 

SECTION 15: Regulatory information 

15.1. Safety, health and environmental regulations/legislation specific for the substance or mixture 

15.1.1. EU-Regulations 

Contains no REACH substances with Annex XVII restrictions 

Contains no REACH candidate substance 

Contains no REACH Annex XIV substances. 

Contains no substance subject to Regulation (EU) No 649/2012 of the European Parliament and of the Council of 4 July 2012 concerning the export 

and import of hazardous chemicals. 

Contains no substance(s) subject to Regulation (EU) No 2019/1021 of the European Parliament and of the Council of 20 June 2019 on persistent 

organic pollutants 

15.1.2. National regulations 

Ensure all national/local regulations are observed. 

Germany 

Water hazard class (WGK) : WGK 1, slightly hazardous to water (Classification according to AwSV, Annex 1) 

Hazardous Incident Ordinance (12. BImSchV) : Is not subject of the Hazardous Incident Ordinance (12. BImSchV) 

Netherlands 

SZW-lijst van kankerverwekkende stoffen : None of the components are listed 
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SZW-lijst van mutagene stoffen : None of the components are listed 

NIET-limitatieve lijst van voor de voortplanting 

giftige stoffen – Borstvoeding 

: None of the components are listed 

NIET-limitatieve lijst van voor de voortplanting 

giftige stoffen – Vruchtbaarheid 

: None of the components are listed 

NIET-limitatieve lijst van voor de voortplanting 

giftige stoffen – Ontwikkeling 

: None of the components are listed 

Denmark 

Classification remarks : Emergency management guidelines  for the storage of flammable liquids must be followed 

Danish National Regulations : Young people below the age of 18 years are not allowed to use the product 

15.2. Chemical safety assessment 

No chemical safety assessment has been carried out 

SECTION 16: Other information 

Indication of changes: 

Section Changed item Change Comments 

1.3 Company / Registered office Modified  

 

Data sources : REGULATION (EC) No 1272/2008 OF THE EUROPEAN PARLIAMENT AND OF THE COUNCIL of 16 

December 2008 on classification, labeling and packaging of substances and mixtures, amending and 

repealing Directives 67/548/EEC and 1999/45/EC, and amending Regulation (EC) No 1907/2006. 

Training advice : workers must have  risk-specific training. Normal use of this product shall imply use in accordance with the 

instructions on the packaging. 

Other information : None. 

 

Full text of H- and EUH-phrases: 

Eye Irrit. 2 Serious eye damage/eye irritation, Category 2 

Flam. Liq. 2 Flammable liquids Category 2 

STOT SE 3 Specific target organ toxicity — Single exposure, Category 3, Narcosis 

H225 Highly flammable liquid and vapour. 

H319 Causes serious eye irritation. 

H336 May cause drowsiness or dizziness. 

 

Classification and procedure used to derive the classification for mixtures according to Regulation (EC) 1272/2008 [CLP]: 

Flam. Liq. 2 H225 Calculation method 

Eye Irrit. 2 H319 Calculation method 

STOT SE 3 H336 Calculation method 

This information is based on our current knowledge and is intended to describe the product for the purposes of health, safety and environmental 

requirements only. It should not therefore be construed as guaranteeing any specific property of the product. 


